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§60.4241 What are my compliance require-
ments if I am a manufacturer of sta-
tionary SI internal combustion engines
participating in the voluntary certifi-
cation program?

* * * * *

(b) Manufacturers of engines other than
those certified to standards in 40 CFR part 90
or 40 CFR part 1054 must certify their sta-
tionary SI ICE using the certification proce-
dures required in 40 CFR part 1048, subpart C,
and must follow the same test procedures
that apply to large SI nonroad engines under
40 CFR part 1048, but must use the D-1 cycle
of International Organization of Standard-
ization 8178-4: 1996(E) (incorporated by ref-
erence, see 40 CFR 60.17) or the test cycle re-
quirements specified in Table 3 to 40 CFR
1048.505, except that Table 3 of 40 CFR
1048.505 applies to high load engines only.

* % %

* * * * *

§60.4242 What other requirements
must I meet if I am a manufacturer
of stationary SI internal combus-
tion engines or equipment con-
taining stationary SI internal com-
bustion engines or a manufacturer
of equipment containing such en-
gines?

(a) Stationary SI internal combus-
tion engine manufacturers must meet
the provisions of 40 CFR part 90, 40
CFR part 1048, or 40 CFR part 1054, as
applicable, as well as 40 CFR part 1068
for engines that are certified to the
emission standards in 40 CFR part 1048
or 1054, except that engines certified
pursuant to the voluntary certification
procedures in §60.4241 are subject only
to the provisions indicated in §60.4247
and are permitted to provide instruc-
tions to owners and operators allowing
for deviations from certified configura-
tions, if such deviations are consistent
with the provisions of paragraphs
§60.4241(c) through (f). Manufacturers
of equipment containing stationary SI
internal combustion engines meeting
the provisions of 40 CFR part 1054 must
meet the provisions of 40 CFR part
1060, as applicable. Labels on engines
certified to 40 CFR part 1048 must refer
to stationary engines, rather than or in
addition to nonroad engines, as appro-
priate.

(b) An engine manufacturer certi-
fying an engine family or families to
standards under this subpart that are
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identical to standards applicable under
40 CFR part 90, 40 CFR part 1048, or 40
CFR part 1054 for that model year may
certify any such family that contains
both nonroad and stationary engines as
a single engine family and/or may in-
clude any such family containing sta-
tionary engines in the averaging, bank-
ing and trading provisions applicable
for such engines under those parts.
This provision also applies to equip-
ment or component manufacturers cer-
tifying to standards under 40 CFR part
1060.

(c) Manufacturers of engine families
certified to 40 CFR part 1048 may meet
the labeling requirements referred to
in paragraph (a) of this section for sta-
tionary SI ICE by either adding a sepa-
rate label containing the information
required in paragraph (a) of this sec-
tion or by adding the words ‘‘and sta-
tionary’’ after the word ‘‘nonroad’” to
the label.

(d) For all engines manufactured on
or after January 1, 2011, and for all en-
gines with a maximum engine power
greater than 25 HP and less than 130 HP
manufactured on or after July 1, 2008, a
stationary SI engine manufacturer
that certifies an engine family solely
to the standards applicable to emer-
gency engines must add a permanent
label stating that the engines in that
family are for emergency use only. The
label must be added according to the
labeling requirements specified in 40
CFR 1048.135(b).

(e) All stationary SI engines subject
to mandatory certification that do not
meet the requirements of this subpart
must be labeled according to 40 CFR
1068.230 and must be exported under the
provisions of 40 CFR 1068.230. Sta-
tionary SI engines subject to standards
in 40 CFR part 90 may use the provi-
sions in 40 CFR 90.909. Manufacturers of
stationary engines with a maximum
engine power greater than 25 HP that
are not certified to standards and other
requirements under 40 CFR part 1048
are subject to the labeling provisions of
40 CFR 1048.20 pertaining to excluded
stationary engines.

(f) For manufacturers of gaseous-
fueled stationary engines required to
meet the warranty provisions in 40
CFR 90.1103 or 1054.120, we may estab-
lish an hour-based warranty period
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equal to at least the certified emis-
sions life of the engines (in engine op-
erating hours) if we determine that
these engines are likely to operate for
a number of hours greater than the ap-
plicable useful life within 24 months.
We will not approve an alternate war-
ranty under this paragraph (f) for
nonroad engines. An alternate war-
ranty period approved under this para-
graph (f) will be the specified number
of engine operating hours or two years,
whichever comes first. The engine
manufacturer shall request this alter-
nate warranty period in its application
for certification or in an earlier sub-
mission. We may approve an alternate
warranty period for an engine family
subject to the following conditions:

(1) The engines must be equipped
with non-resettable hour meters.

(2) The engines must be designed to
operate for a number of hours substan-
tially greater than the applicable cer-
tified emissions life.

(3) The emission-related warranty for
the engines may not be shorter than
any published warranty offered by the
manufacturer without charge for the
engines. Similarly, the emission-re-
lated warranty for any component
shall not be shorter than any published
warranty offered by the manufacturer
without charge for that component.

[73 FR 3591, Jan. 18, 2008, as amended by 73
FR 59177, Oct. 8, 2008]

COMPLIANCE REQUIREMENTS FOR
OWNERS AND OPERATORS

§60.4243 What are my compliance re-
quirements if I am an owner or op-
erator of a stationary SI internal
combustion engine?

(a) If you are an owner or operator of
a stationary SI internal combustion
engine that is manufactured after July
1, 2008, and must comply with the emis-
sion standards specified in §60.4233(a)
through (c), you must comply by pur-
chasing an engine certified to the emis-
sion standards in §60.4231(a) through
(c), as applicable, for the same engine
class and maximum engine power. You
must also meet the requirements as
specified in 40 CFR part 1068, subparts
A through D, as they apply to you. If
you adjust engine settings according to
and consistent with the manufacturer’s

40 CFR Ch. | (7-1-11 Edition)

instructions, your stationary SI inter-
nal combustion engine will not be con-
sidered out of compliance. In addition,
you must meet one of the requirements
specified in (a)(1) and (2) of this sec-
tion.

(1) If you operate and maintain the
certified stationary SI internal com-
bustion engine and control device ac-
cording to the manufacturer’s emis-
sion-related written instructions, you
must keep records of conducted main-
tenance to demonstrate compliance,
but no performance testing is required
if you are an owner or operator.

(2) If you do not operate and main-
tain the certified stationary SI inter-
nal combustion engine and control de-
vice according to the manufacturer’s
emission-related written instructions,
your engine will be considered a non-
certified engine, and you must dem-
onstrate compliance according to
(a)(2)(1) through (iii) of this section, as
appropriate.

(i) If you are an owner or operator of
a stationary SI internal combustion
engine less than 100 HP, you must keep
a maintenance plan and records of con-
ducted maintenance to demonstrate
compliance and must, to the extent
practicable, maintain and operate the
engine in a manner consistent with
good air pollution control practice for
minimizing emissions, but no perform-
ance testing is required if you are an
owner or operator.

(ii) If you are an owner or operator of
a stationary SI internal combustion
engine greater than or equal to 100 HP
and less than or equal to 500 HP, you
must keep a maintenance plan and
records of conducted maintenance and
must, to the extent practicable, main-
tain and operate the engine in a man-
ner consistent with good air pollution
control practice for minimizing emis-
sions. In addition, you must conduct an
initial performance test within 1 year
of engine startup to demonstrate com-
pliance.

(iii) If you are an owner or operator
of a stationary SI internal combustion
engine greater than 500 HP, you must
keep a maintenance plan and records of
conducted maintenance and must, to
the extent practicable, maintain and
operate the engine in a manner con-
sistent with good air pollution control
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